
I-BEAM CONSTRUCTION

TOP AND BOTTOM BOLTS

STRIKE PLATES WITH ROLLERS

1" WIDE FACEPLATE

3020 SERIES LOCK

DOOR HEIGHTS

One-piece design has a full-length 

reinforced I-Beam for enhanced 

door panel rigidity.

6/8

8/0

9/0

10/0

Available in Victorian 

Bronze finish.

1" throw at two locking points, top

and bottom.

Exploded view shown.

For Passive Panel Of Double Door

ASTRAGAL MORTISE FABRICATION DETAIL

C/L of strike mounting screws are to match with C/L of 
Lock and door.

1 - 15/16" 2 - 3/16"

1 - 1/8" THRU 1 - 1/8" THRU

1-5/8" 1-7/8"

1/4"R 1/4" R

1/4" 1/4"

4-1/64" 4-1/64"

1 - 3/4" THRU 1 - 3/4" THRU

2-5/8" 2-5/8"

9/32" 17/32"

7/8"
1-1/8"

C/L C/L

For 1-3/4" door For 2-1/4" door
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VIEW AA
Not to Scale 1/8"

Note: 
5/8" Min.

TECHNICAL DETAILS: 3020 MULTI-POINT LOCK



ASTRAGAL AND STILE FABRICATION

5/8"

2-5/16" Typ.

10/0 
53-7/32"

9/0 
43-5/32"

8/0 
33-3/32"

6/8 
23-1/32"

A

VIEW BB
Not to Scale

A

TECHNICAL DETAILS: 3020 MULTI-POINT LOCK

24-5/16"

10/0 
80" to 86"
Standard

9/0 
68" to 74"
Standard

8/0 
56" to 62" 
Standard

6/8 
40" to 46"
Standard

36" Standard

34" to 40" 
Available

Note: 
Special
heights 
available 
through 132".
Contact the
factory.

B B

3-1/4"

1/2"1"

2"

13/16"
1-11/16" Minimum

1/16" of C/L on 1-3/4" Stile Thickness+_

Stile DetailAstragal Stile Stile

3-1/4"

1/4" Dia.

1-9/16"

1/2"

2”

Note: 
Backset:
2-3/8"
Standard

2-3/4" 
Optional

13-13/16"

8-11/16"
3" 

6" 

Note: 
2-1/8" or 
1-11/16"
Crossbore 
Dia.

Sym 
about C/L

C/L
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TECHNICAL DETAILS: 3020 MULTI-POINT LOCK

Rev. 01.25.17

For use with 3500 and 3020 Locks together, or with 3500 and Magnum Bolts together:

HANDINGSINGLE HEAD AND SILL KEEPER

2-1/2"

1"

0.060"

1/4" Radius Typ

FINISHES

Face Plate Finish:  

Strike Plate Finishes:  

Victorian Bronze

Victorian Bronze

Satin Stainless Steel

Bright Brass*

HIGH PERFORMANCE HEAD AND SILL KEEPER

6-1/4"

1-1/2"

0.060"

1/4" 
Radius 
Typ

STANDARD HEAD AND SILL KEEPER

3-18/32"

1"

0.060"

1/4" Radius Typ

KEEPER HOLE FABRICATION

Standard Keeper High Performance Keeper

	   Note: The keepers can be surface applied or mortised in, depending on the application.

1/8" DIA

	   2" Deep min.

11/16" DIA

	   7/8" Deep min.

13/16" 13/16"
1/8" DIA

	   2" Deep min.

11/16" DIA

	   7/8" Deep min.

13/16"
1-5/8"

1/8" DIA

	   2" Deep min.

11/16" DIA

	   7/8" Deep min.

13/16" 13/16"

Single Keeper

*Not available in High Performance


